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Setup Guide for Apple Users 


What You Need 


An Apple® He™ or Apple IIGS™ computer 

The computer must have a free “slot” for an interface card. 
The computer needs only 64K of memory. 



LEGO® Interface Card and Ribbon Cable (article 9767) 



■ LEGO Interface Box and Transformer (article 9750) 



■ LEGO® TC logo software (included in the Literature/Software 
Pack, article 952) 

You will have two disks, a Master Disk and an Operating 
Disk. The disks are identical, except that the Master Disk is 
write-protected. Keep the Master Disk stored safely. Use it as 
a backup disk — a disk from which other LEGO® TC logo 
disks can be made. 



■ A Phillips screwdriver 


Apple and the Apple logo are registered trademarks of Apple Computer, Inc. LEGO® and the LEGO logo® are 
registered trademarks of INTERLEGO AG. © 1987, 1989 LEGO Group. The LCSI logo and Logo Writer are 
registered trademarks of Logo Computer Systems, Inc. 
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Setting up LEGO® TC logo 


Step 1 Turn off the computer and unplug the power cord from 
the wall outlet. 


Step 2 Remove the top of the computer to get access to the com¬ 
puter’s “expansion slots.” Inside the computer, you will see a 



Step 3 Create an opening in the back of the computer next to 
slot IT (If slot 3 is already being used, select an empty slot. 
When starting up LEGO® TC logo for the first time, follow the 
directions in the section entitled Changing the Slot or Printer 
Setting.) For the Apple lie, remove the plastic insert that covers 
the hole. For the Apple IIGS, the insert has a “latch” that you 
must turn 90 degrees counterclockwise. 



Apple 2 





































Step 4 Place the LEGO interface card near the opening you just 
created. Orient the card so that the copper strips face down¬ 
ward. Place the card’s 20-pin connector in the opening at the 
back of the computer. Use the “nut plates” and screws that 
came with the interface card to secure the connector in place. 
Here’s how you do it. First, place the large nut plate over 
the connector on the outside of the computer. Then place 
the smaller nut plate against the back of the connector on 
the inside of the computer. Finally, use the screws to screw 
together the two nut plates, securing the 20-pin connector 
in place. 



Step 5 Carefully insert the interface card into slot 3 or the 


empty slot you selected. Make sure you push the card all the 
way down into the slot. 



Step 6 Put the top back on the computer. Plug the computer 
back into the wall outlet. 


Step 7 Get the ribbon cable that came with the interface card. 
Connect either end of the cable to the 20-pin connector at the 
back of the computer. Connect the other end of the cable into 
the rectangular opening on the side of the LEGO interface box. 
The cable is designed so that it can connect in only one orien¬ 
tation. If the cable does not connect easily, flip it around and 
try again. 
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Step 8 Plug the transformer into any standard electrical outlet. 



Before starting up the LEGO® TC logo system, you may want to 
make a backup copy of the LEGO® TC logo Master disk. Use any 
Apple DOS copy program to make a copy of your disk. Follow the 
directions for copying a disk that appear in your DOS manual. 
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Starting LEGO® TC logo Software 


Starting the LEGO® TC logo software is simple. (If this is the first 
time you are using the software, and you installed the interface 
card in a slot other than slot 3, first go to the section entitled 
Changing the Slot or Printer Setting.) 

■ Put the LEGO® TC logo Operating Disk into the disk drive and 
close the door. The disk label must be facing up. 

■ Turn on the monitor. 


■ Turn on the computer. The disk drive light will go on. 

■ After a few seconds, you will see the 
LEGO® TC logo screen. 


■ Press Return. 


You are now ready to start working with LEGO® TC logo. 

Note to Apple IIGS users: Do not try to access the 
control panel when using LEGO® TC logo. 
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Changing the Slot or Printer Setting 


You can change the slot setting or printer setting any time you 
start up LEGO® TC logo. 

LEGO® TC logo looks for the LEGO® TC logo interface card in 
slot 3. If you have used a different slot for the interface card, you 
must change the slot setting on your disk. 

LEGO® TC logo is preset for the Apple Image Writer® printer and 
the Apple Super Serial Card™, but you can set it to work with 
any one of a variety of printers and printer interface cards. 

Before starting, make sure you know the names of both the 
printer and the printer interface card you are using and the 
number of the slot in which you inserted the LEGO® TC logo 
interface card. 


Step 1 Insert the LEGO® TC logo Operating Disk into the disk 
drive and close the door. The disk label must be facing up. 


Step 2 Turn on the monitor. 


Step 3 Turn on the computer and immediately press one of the 
Apple (6) keys, holding it down until the list of printers 
appears. Note: The printer select screen shows categories of 
printers rather than every printer to which LEGO® TC logo 
interfaces. Example: Apple Image Writer is an Apple Dot 
Matrix Printer. 


Printer Select 



Use up and down arrows keys to select a 
printer, then press Return. 


■ Apple Dot Matrix 
Centronic 122 
Epson 
Tl 850 
C. Itoh 
Okidata 
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Step 4 Use the up (t) and down (1) arrow keys to move the 
cursor to the type of the printer you will be using. 


Press Return. 


Ste£_5 A list of printer interface cards appears. 

Use the up and down arrow keys to move the cursor to 
the name of the printer interface card you will be using. 

Press Return. 


Interface Select ■ 


Use up and down arrow keys to select a 
printer interface, then press Return. 

■ Apple Super Serial Card 
Apple Parallel Interface Card 
Apricorn PrinterPro 
Apricorn Serial Interface 
Grappler + 



Step 6 The slot-selection screen appears. Use the up 
and down arrow keys to move the cursor to the slot used 
for the LEGO® interface card. 


Press Return. 



Step 7 The LEGO® TC logo screen appears. 


Press Return. 
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LEGO Systems, Inc. Logo Computer Systems Inc. 
© Logo Computer Systems Inc. 1988 
Press Return 



You are ready to use LEGO® TC logo. The new printer setting 
and slot setting will be saved on the disk and will be used auto¬ 
matically the next time you work with LEGO® TC logo. 
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